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EXPERIMENTAL INVESTIGATION OF THE EFFECT 
OF ALUMINUM SIZE AND LOADING ON THE BURNING RATE 
O F  SOLID PROPELLANTS UNDER ACCELERATION 
By G. Burton Northam and Wayne P. Jessee 
Langley Research Center 
SUMMARY 
Composite polybutadiene acrylic acid (PBAA) propellants were tested under centrif- 
ugal acceleration forces  directed normal into the burning surface to determine the effect 
of aluminum particle size and aluminum mass  loading on the burning rate. The weight- 
median diameters of the aluminum powders used in the propellants were 6, 14, and 29 pm; 
propellants with aluminum mass  loadings of 0, 8, and 16 percent were used. 
propellant compositions were tested in a slab motor configuration with a unidirectional- 
burning propellant grain with a 0.5-inch (12.7-mm) web thickness. 
were made at three pressure  levels for each of s ix  acceleration levels from static to 280g. 
Increasing the aluminum particle size from 6 to 29 p m  resulted in increased burning 
The various 
Centrifuge firings 
rates under acceleration loads directed normal into the propellant surface. 
the aluminum mass  loading of the propellant decreased the acceleration sensitivity of the 
burning rate in the region below 150 and increased the sensitivity in the region above 150. 
Decreasing 
INTRODUCTION 
During recent years  much research has been conducted on the effect which spin- 
induced, radial  acceleration has  on solid-propellant combustion with emphasis on the pro- 
pellant burning rate (refs. 1 to 7). Results from several  studies (see, for example, refs.1, 
5, 6, and 7) indicate that the burning rate in an acceleration environment is dependent on 
propellant composition and grain geometry as well as on acceleration level. In general, 
these studies indicate that many composition variables which affect the static burning rate 
of propellants will affect the sensitivity of the propellant burning rate to  normal acceler-  
ation. The studies a lso indicate that the angle between the acceleration vector and the pro- 
pellant surface affects the burning rate under acceleration conditions. (The results at an 
acceleration of 200g showed a maximum increase in rate when the acceleration vector was 
inclined 90' with respect to  the surface and no effect at inclinations of 7 5 O  o r  less.) 
I I I 1111 I I 1111111l Ill l111ll 
Several models (refs.  1 and 8) have been suggested in an attempt to relate the 
experimental data of these acceleration studies to the combustion process,  but the models 
have been able only to predict  t rends in  burning-rate changes. At the present t ime it is 
evident that a better understanding of acceleration effects on the combustion process  is 
necessary before a workable combustion model can be formulated. To gain a better 
understanding of the acceleration-modified combustion process,  a parametr ic  study of 
the effects of propellant composition and motor geometry is required. 
The purpose of this  investigation was to systematically determine the effect of 
aluminum (Al) particle size and aluminum mass  loading on the burning rate of a typical 
polybutadiene acrylic acid ( PBAA) composite solid propellant f ired under constant nor- 
mal  accelerations into the propellant surface.  Unidirectional-burning slabs of composite 
propellant were f i red  at low, medium, and high average-pressure levels f rom 200 psia  
(1.38 MN/m2) to 1500 psia  (10.3 MN/m2) and at acceleration levels up to  280g to deter-  
mine the effect of these two composition variables on the burning rate. 
t 
SYMBOLS 
a 
g 
n 
P 
r 
r0 
burning-rate constant in r = a - 
gravitational constant, 32.2 ft/sec2 (9.8 m/sec2) 
pressure  exponent in r = a - G O T  
average chamber pressure,  psia  (N/m2) 
average burning rate  over pressure  action time, in./sec (mm/sec) 
average burning rate over pressure  action t ime under static conditions, 
in./sec (mm/sec) 
burning-rate augmentation, ra te  under acceleration divided by static rate 
at the same pressure  level 
APPARATUS AND PROCEDURE 
I 
Test  Equipment 
The propellant slabs were fired in the test motor (see fig. l(a)), which was mounted 
on the centrifuge (see fig. l(b)). This apparatus is described in references 6 and 9. The 
2 
motor had a 4-inch-wide (101.6-mm) by 6-inch-long (152.3-mm) propellant grain that 
was  0.5 inch (12.7 mm) thick. 
lant web. 
inser t  t o  insure unidirectional burning of the propellant web. 
which was formed by the upper inser t  was used to obtain relatively uniform gas veloci- 
ties along the length of the grain. 
tion of the acceleration effects because the effects of gas  flow and grain geometry were 
minimized. 
This thickness is subsequently re fer red  t o  as the propel- 
Five s ides  of the grain were inhibited before the grain was  bonded to the lower 
A tapered rectangular port  
Use of this  motor was advantageous in the determina- 
The centrifuge with a 45-inch (1.14-meter) radius was used to apply the nearly con- 
stant (0.06-percent variation due to grain regression) acceleration force. The acceler- 
ation level was calculated at the center of the 0.5-inch (12.7-mm) web. The motor w a s  
mounted on the centrifuge and brought to the desired acceleration level before being fired. 
All tests were conducted with the acceleration force directed normal into the propellant 
surface. During the present tests, the motor was mounted with the nozzle in the vertical-  
up position to minimize the Coriolis forces  on the flow field. 
Propellant 
The propellant compositions tested in this investigation were produced at Langley 
Research Center and were modifications of an aluminized polybutadiene acrylic acid 
(PBAA) formulation. 
perchlorate (AP), 16 percent aluminum powder, and 14 percent PBAA binder and curing 
agent. All of the oxidizer and binder used in the propellants were taken from common 
lots  to minimize batch-to-batch variation. 
propellant batches used. The underground oxidizer had a weight-median particle diam- 
e te r  of 190 p m  and the ground oxidizer had a weight-median diameter of 27 pm. 
particle s ize  distribution, as determined by sieve analysis, of the unground AP is shown 
in figure 2; the particle s ize  distribution, as determined by the Micromerograph, of the 
ground AP is shown in figure 3. 
The standard propellant had a composition of 70 percent ammonium 
Table I gives the composition of the five 
The 
(The rat io  of unground to  ground A P  w a s  1.86.) 
Three batches of propellant were used in determining the effect of aluminum- 
particle-size variation on the burning rate. 
batches was  the same as the standard composition with the only variation being the alu- 
minum particle size.  The as-received aluminum powders were classified to give three 
narrow size ranges with s imilar  distributions in order  that particle size could be treated 
as a discrete  variable. The yield of the classification process  varied with nominal size,  
the average yield being about 20 percent. The particle s ize  distributions, as determined 
by the Coulter Counter, of the three  groups of classified aluminum powder are shown in 
figure 4. 
The composition of these three propellant '. 
The size and the width rat io  (diameter at 10 percent divided by diameter at 
3 
90 percent (see fig. 4)) of the three classified aluminum powders are listed in the fol- 
lowing table: 
diameter, p m  
6 
14 
29 
Width rat io  
2.6 
1.9 
2.0 
All three aluminum powder s izes  were obtained from the same vendor and manu- 
factured by s imilar  processes.  
by analysis of the photomicrographs of the three powders shown in figure 5. 
The particle shape was essentially spherical  as indicated 
To determine the effect of aluminum mass  loading on the burning rate, the percent- 
age of aluminum powder was reduced from the standard 16 percent to 8 percent and to  
0 percent. The propellants which contained l e s s  than 16 percent aluminum were made by 
removing either 8 percent or  all of the aluminum from the standard composition while 
maintaining the standard AP/PBAA rat io  of 70/14. 
content, 14-pm-aluminum formulations were used. 
For  the study of varying aluminum 
Test Procedure 
Five batches of propellant were tested in this  investigation; the composition vari-  
ables of these batches are listed in table I. The resu l t s  f rom tests on batches 1, 2, and 3 
were compared in order  to determine the effect of aluminum particle size on the burning 
rate of the PBAA propellants fired under steady-state normal acceleration. Test results 
from batches 2, 4, and 5 were compared in order  to determine the effect of aluminum 
mass  loading on the burning rate in an acceleration environment. 
The propellants were mixed in an overlapping-wing differential mixer in 100-pound 
(45.4-kg) batches. After the mix cycle, each batch was deaerated and cast into loaf 
samples. These samples were cured at 140° F (3330 K) for  72 hours in a forced-draft 
oven. Rough propellant grains  were sawed from the loaf samples  and the surfaces  of the 
grains  were milled to final dimensions of 6 inches (152.4 mm) by 4 inches (101.6 mm) 
by 0.5 inch (12.7 mm). The web thickness was measured with a micrometer and the 
grains  were inhibited and bonded to the lower inserts.  
i 
The low, medium, and high pressure  levels resulted from using various nozzle 
throat diameters.  As the burning rate was increased as a result  of increased accelera- 
tion levels, the pressure  experienced for a given nominal nozzle diameter increased. 
Because of the t ime involved in data reduction, no attempt was made to  maintain constant 
average pressures  as acceleration levels were increased. For each throat diameter, 
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firings were made at normal accelerations of Og, 20g, 60g, lOOg, 200g, and 280g. The 
s labs  were ignited by approximately 30 grains (1.94 grams) of boron potassium nitrate 
pellets 0.25 inch (6.35 mm) in diameter, which were initiated by a single electrical  
squib. 
The average linear regression ra te  was  determined by dividing the average pro- 
pellant thickness by the propellant burn time. The burn t ime for each of the fir ings 
w a s  determined from the pressure  history by the widely used tangent-bisector method 
(ref. 10). 
A strain-gage pressure  transducer w a s  connected to  each end of the pellet chamber 
with a section of steel tubing. The pressure  levels were recorded by use of strip-chart 
recorders  at a paper speed of approximately 14 inches per  second (0.356 meter pe r  
second). The strip-chart  record was reduced and the tabulated pressure history was 
integrated with a computer to determine the average chamber pressure  p during motor 
burning time. 
DISCUSSION O F  RESULTS 
At each acceleration level the average burning ra tes  obtained with the various noz- 
zle throat diameters were fitted by the least-squares method to Vieille's burning rate  law 
. Figure 6 shows plots of burning rate  as a function of pressure  for the five 
propellant batches. 
Table 11 lists the average burning r a t e s  and average pressures  for the data shown in 
figure 6. Also listed in table 11 are the values of burning-rate constant a and the pres -  
su re  exponent n which resulted from the data f i t .  As this table indicates, for each pro- 
pellant batch there  were only three to nine firings made at any given acceleration level. 
Because of this small  number of firings, the least-squares fit of the data was  sensitive to  
any random e r r o r .  It w a s  desirable to make more firings at each acceleration level, but 
the number of fir ings w a s  limited by the difficulty in obtaining the specially prepared 
aluminum. 
I 
Although only a limited number of firings were made at each acceleration level, two 
trends common to all the propellant compositions tested were discernible. For each pro- 
pellant batch, both the burning-rate constant a and the pressure  exponent n increased 
with increasing acceleration loads. 
For comparison of the burning-rate data from the various propellant batches, the 
burning ra tes  were normalized by using the burning-rate augmentation r/ro, which is 
defined as the ratio of the burning rate under normal acceleration to the static burning 
ra te  at the same pressure  level. 
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The effect of normal acceleration on the burning-rate augmentation at 500 psia  
(3.45 MN/m2) is shown in figures 7 and 8. 
are aluminum particle s ize  and aluminum m a s s  loading, respectively. 
The variable parameters  for these figures 
For the propellants containing 16 percent of e i ther  6-pm or 14-pm aluminum, the 
augmentation curves shown in figure 7 indicate little increase in  r/ro beyond the 1.28 
level reached at 200g. The propellant containing 16 percent of 29-pm aluminum experi- 
enced a burning-rate augmentation of 1.60 at 280g with no indication of having reached a 
maximum. The reduction in  rho with the decreasing aluminum diameter indicates 
the reduction in sensitivity of burning rate  to  acceleration that can be achieved by using 
smaller  s ize  aluminum. Decreasing the aluminum particle s ize  from 14 to 6 p m  resulted 
in  less reduction in r/ro than did the decrease from 29 to  14 pm.  This trend indicates 
that there  may be a limit in the reduction of r/ro that can be achieved by aluminum- 
particle -size reduction. 
Figure 8 shows the effect of aluminum mass  loading on burning-rate augmentation 
of the PBAA propellants. 
Appreciable rate augmentation was exhibited for the nonaluminized as well as the alumi- 
nized propellants. 
level. The largest  effects of aluminum.content occurred at 60g and 280g. Acceleration 
test levels used were insufficient to  define the curves in the region of 60g. At normal 
accelerations below 1OOg the 8 percent and 16 percent aluminum additive caused increased 
augmentation. At 1OOg the burning-rate augmentation was essentially independent of alu- 
minum content. At normal accelerations above 150g, the rate augmentation decreased as 
the aluminum content of the propellant increased; at the maximum tes t  acceleration of 
280g, the rate augmentation for the nonaluminized propellant was 1.42 as compared with 
1.28 for the formulation containing 16 percent aluminum. 
The aluminized formulations contained 14-pm aluminum. 
The effect of aluminum percentage was a function of acceleration 
Acceleration tests were conducted for the Naval Ordnance Systems Command by the 
United Technology Center (UTC) using a polybutadiene acrylonitrile (PBAN) propellant at 
acceleration levels f rom log to 600g (ref. 1). 
burning rate due to accelerations as high as 1OOg when the aluminum was removed from 
the control propellant composed of 16 percent aluminum, 68 percent ammonium perchlo- 
rate, and 16 percent PBAN. The UTC data also indicated a consistent decrease in 
burning-rate augmentation with decreasing aluminum content for the range of accelera- 
tion loads tested. 
These UTC data  showed no increase in 
J 
The reasons for the different resul ts  obtained with the two propellant formulations 
are not understood. However, the difference between the resul ts  obtained in the two 
programs supports the postulation that acceleration effects are highly dependent on pro- 
pellant composition, 
6 
I 
- ,  
m 
Examination of the slopes of the burning-rate curves in figure 6 indicates variations 
in the pressure  exponent with acceleration level. 
eration was most pronounced in batch 1, the formulation containing 16 percent 6-pm alu- 
minum. At 300 psia  (2.07 MN/m2) an imposed acceleration load of 280g resulted in a 
17-percent increase in burning rate.  When the pressure  was increased to 1000 psia  
(6.89 MN/m2), a 44-percent increase in burning ra te  resulted from the 280g normal 
acceleration. 
solid propellants to normal acceleration loads and indicate that, at least  for some propel- 
lant formulations, p ressure  effects must be considered in any real is t ic  combustion model. 
This variation in exponent with accel- 
These data indicate the role that p'ressure can play in the sensitivity of 
I 
CONCLUDING REMARKS 
Five polybutadiene acrylic acid (PBAA) propellants were tested on a ballistic centri-  
fuge to determine the effects of aluminum particle size and aluminum mass  loading on 
burning rate  in an acceleration environment. 
mal acceleration and the effects of pressure  on the rate augmentation were dependent on 
propellant composition and acceleration level. 
resulted in increased burning-rate augmentations due to acceleration forces  directed nor - 
mal into the burning surface. Thus, reducing the aluminum size appears to be a practi-  
cal  means of minimizing the effect of normal acceleration on burning-rate augmentation. 
The burning-rate augmentation w a s  found to be a function of the percentage of alu- 
The burning-rate augmentation due to nor- 
Increasing the aluminum particle s ize  
minum fuel additive in the propellant. The effect of aluminum mass  loading on ra te  aug- 
mentation was also found to be a function of normal acceleration level. At normal accel- 
erations below lOOg the addition of 8 percent and 16 percent aluminum additive caused 
increased augmentation as compared with the augmentation for the nonaluminized propel- 
lant. 
propellant w a s  greater than that for  the two aluminized formulations. 
At accelerations above 150g the burning-rate augmentation for the nonaluminized 
Langley Research Center, 
National Aeronautics and Space Administration, 
Langley Station, Hampton, Va., June 5, 1969, 
128-32-90-03-23. 
7 
REFERENCES 
1. Willoughby, Paul G.; Crowe, Clayton T.; Dunlap, Roger; and Baker, K. L.: Investiga- 
tion of Internal Ballistic Effects in Spinning Solid Propellant Motors. UTC 2281-FR 
(Contract No. N00017-67-c-2429), United Technol. Center, Oct. 1968. 
2. Anderson, James  Bruce: An Investigation of the Effect of Acceleration on the Burning 
Rate of Composite Propellants. Ph. D. Thesis,  U.S. Nav. Postgrad. Sch., 1966. 
3. Sturm, Edward John: A Study of the Burning Rates of Composite Solid Propellants in 
Acceleration Fields. Ph. D. Thesis, U.S. Nav. Postgrad. Sch., 1968. 
4. Kramer,  K. B.; Jansen, J. C.; and Miller, R. R.: X258 Propellant Characterization 
Study. NASA CR-66096, 1966. 
5. Northam, George Burton: An Experimental Investigation of the Effects of Accelera- 
tion on the Combustion Characterist ics of an Aluminized Composite Solid Propel- 
lant. M.S. Thesis, Virginia Polytech. Inst., June 1965. 
6. Northam, G. Burton: Effects of Steady-State Acceleration on Combustion Character- 
is t ics  of an Aluminized Composite Propellant. NASA TN D-4914, 1968. 
7. Manda, Leo J.: Compilation of Rocket Spin Data. Vol. 11: Literature Survey. Rep. 
No. 3001-2 (NASA CR-66641), Electron. and Space Div., Emerson Elec. Co., k9683. 
8. Glick, Robert L.: An Analytical Study of the Effects of Radial Acceleration Upon the 
Combustion Mechanism of Solid Propellant. 
Thiokol Chem. Corp., Dee. 1966. 
Rep. No. 42-66 (NASA CR 66218), 
9. Lucy, Melvin H.; Swain, Robert L.; and Hudson, John L., Jr.: Variable Dynamic Force 
Vector Rocket Test  Apparatus. Presented at Second Annual Meeting of ICRPC 
Working Group on Static Testing, Oct. 1964. 
10. ICRPG Solid Propellant Rocket Static Test  Working Group: Recommended Procedure 
CPIA Publ. No. 174 for the Measurement of Specific Impulse of Solid Propellants. 
(Contract NOW 62-0604-c), Appl. Phys. Lab., Johns Hopkins Univ., Aug. 1968. 
8 
. 
TABLE I.- COMPOSITION AND PROPERTIES O F  THE PBAA PROPELLANTS INVESTIGATED 
1 Weight ' Base burning rate 
1 70.0 16 6 0.285 7.24 29.9 14.0 
2 14.0 70.0 16 14 .264 6.71 1 31.4 
3 14.0 70.0 16 29 .257 6.53 28.5 
4 15.3 76.7 8 14 .261 6.63 38.7 
5 16.7 83.3 0 --- .230 5.84 41.1 
' 
' 
* This percentage includes the curing agent and catalyst for each batch. 
147.8 
115.6 
105.4 
93.6 1 
94.7 
TABLE II.- BURNING-RATE DATA 
a Average chamber Average burning Nor mal 
psia MN/m2 in./sec mm/sec g in./sec mm/sec 
acceleration 
level, 
pressure rate 
(a) Batch number 1 
n 
307 
327 
535 
2.11 
2.25 
~ 3.68 
0.247 
.258 
,282 
.292 
.314 
.344 
.252 
.292 
.342 
.246 
.326 
.412 
.290 
.368 
.491 
.317 
.444 
.543 
.328 
.418 
.555 
I 
i 
I 
I 
1 
6.27 
6.55 
7.16 
7.41 
7.97 
8.73 
6.40 
7.41 
8.68 
6.24 
8.28 
10.46 
7.36 
9.34 
12.47 
8.05 
11.27 
13.79 
8.33 
10.61 
14.09 
! 
ll ! 
I 0 i 
\r 
20 
I 
I 
60 I 
I I I 
i 
1 
100 
I 
I 
I 
200 
I 
280 
1 I 
I 7.23 0.278 
11 
7.29 0.283 1 
I 
I 
I 
7.75 
I O-i "  ! 
8.64 
1 ' 
9.09 0.430 ! 
i 
9.17 0.479 
I I 
TABLE 11.- BURNING-RATE DATA - Continued 
(b) Batch number 2 
Normal 
acceleration 
level, 
a Average chamber Average burning 
psia MN/m2 in./sec mm/sec g in. /sec mm/sec 
n pressure rate 
282 
281 
249 
500 
499 
729 
695 
709 
734 
304 
487 
724 
290 
517 
854 
304 
647 
962 
357 
684 
997 
377 
778 
1065 
1.94 
1.94 
1.72 
3.45 
3.44 
5.03 
4.79 
4.89 
5.06 
2.10 
3.36 
4.99 
2.00 
3.56 
5.89 
2.10 
4.46 
6.63 
2.46 
4.72 
6.87 
2.60 
5.36 
7.34 
0.229 
.228 
.225 
.266 
.255 
.287 
.240 
.289 
.294 
.240 
.264 
.307 
.245 
.304 
.377 
.254 
.346 
.402 
.300 
.381 
.421 
.305 
.402 
.433 
5.82 
5.80 
5.72 
6.76 
6.48 
7.29 
6.10 
7.34 
7.47 
6.10 
6.71 
7.80 
6.22 
7.72 
9.58 
6.45 
8.79 
10.21 
7.62 
9.68 
10.69 
7.75 
10.21 
11.00 
0 0.264 6.71 0.248 
20 .273 6.93 
i 
.303 
100 
200 
280 
.310 
.338 8.59 
0.281 
1 
0.398 
1 
0.253 
0.334 
1 
0.345 
TABLE 11.- BURNING-RATE DATA - Continued 
(c) Batch number 3 
Average chamber 
pres sure 
psia MN/m2 
240 1.65 
224 1.54 
444 3.06 
444 ' 3.06 
a Average burning Nor mal rate acceleration 
level, 
in./sec mm/sec g in./sec 
0.215 5.46 0 0.257 
.216 5.49 
.246 , 6.25 
.251 6.38 ' 
672 
691 
255 
519 
731 
284 
576 
914 
314 
700 
92 7 
370 
799 
1336 
42 9 
868 
1523 
4.63 ' .271 
4.76 .284 
1.76 .222 
3.58 .261 
5.04 .290 
1.96 .243 
3.97 .325 
6.30 .381 
2.16 .272 
4.83 .369 
6.39 .402 
2.55 .314 
5.51 .417 
9.21 .522 
2.96 .388 
5.98 I .506 
10.50 .666 
6.88 
7.21 
5.64 
6.63 
7,. 37 
6.17 
8.26 
9.68 
6.91 
9.37 
10.21 
7.98 
10.59 
13.20 
9.86 
12.85 
16.92 
t 
20 
1 
I 
I 
I 
60 
100 
200 
280 
.262 
I 
I 
I 
I 
.304 
.323 
.352 
.410 
d "  
mm/sec I 
6.53 I 0.239 
6.65 
1 
1 
I 
1 
7.72 
8.20 
8.94 
10.41 
.250 
i 
I 
I 
I 
.387 
.366 
.394 
.424 
TABLE II.- BURNING-RATE DATA - Continued 
(d) Batch number 4 
280 
~ 
I I 1 
Average chamber Average burning Normal 
psia MN/m2 in./sec mm/sec g in./sec mm/sec 
n a pressure rate acceleration 
level, 
.359 9.12 
26 1 
2 50 
505 
512 
700 
713 
224 
220 
505 
710 
204 
487 
760 
286 
422 
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TABLE 11.- BURNING-RATE DATA - Concluded 
(e) Batch number 5 
Average chamber 
pressure 
psia MN/m2 
Ave r age burning Normal a rate acceleration level, n 
in./sec mm/sec g -  in./sec mm/sec 
204 1.41 1 0.161 4.08 0 0.230 5.84 0.352 
147 1.01 .155 3.94 
367 2.53 .205 5.21 
338 2.33 .194 4.93 
577 3.98 .244 6.20 
558 3.85 .242 ' 6.15 11 
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Figure 1.- Test apparatus. 
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